
3.0 6.0 2.0 - 3.0 3.1 - 3.2 6.3 1.0 1.80 26 950 760 10CS13006

8.0 3.0 - 5.0 3.1 - 3.2 6.3 1.0 1.80 26 950 760 10CS13008

10.0 5.0 - 7.0 3.1 - 3.2 6.3 1.0 1.80 26 950 760 10CS13010

12.0 7.0 - 9.0 3.1 - 3.2 6.3 1.0 1.80 26 950 760 10CS13012

3.2 6.0 2.0 - 3.0 3.3 - 3.4 6.3 1.0 1.85 26 1000 800 10CS13206

8.0 3.0 - 5.0 3.3 - 3.4 6.3 1.0 1.85 26 1000 800 10CS13208

10.0 5.0 - 7.0 3.3 - 3.4 6.3 1.0 1.85 26 1000 800 10CS13210

12.0 7.0 - 9.0 3.3 - 3.4 6.3 1.0 1.85 26 1000 800 10CS13212

4.0 6.0 1.0 - 2.5 4.1 - 4.2 8.0 1.3 2.25 27 1800 1500 10CS14006

8.0 2.5 - 4.5 4.1 - 4.2 8.0 1.3 2.25 27 1800 1500 10CS14008

10.0 4.5 - 6.5 4.1 - 4.2 8.0 1.3 2.25 27 1800 1500 10CS14010

12.0 6.5 - 8.5 4.1 - 4.2 8.0 1.3 2.25 27 1800 1500 10CS14012

14.0 8.5 - 10.0 4.1 - 4.2 8.0 1.3 2.25 27 1800 1500 10CS14014

16.0 10.0 - 12.0 4.1 - 4.2 8.0 1.3 2.25 27 1800 1500 10CS14016

4.8 8.0 2.0 - 3.5 4.9 - 5.0 9.5 1.4 2.70 27 2000 1500 10CS14808

10.0 3.5 - 5.5 4.9 - 5.0 9.5 1.4 2.70 27 2000 1500 10CS14810

12.0 5.5 - 7.5 4.9 - 5.0 9.5 1.4 2.70 27 2000 1500 10CS14812

14.0 7.5 - 9.5 4.9 - 5.0 9.5 1.4 2.70 27 2000 1500 10CS14814

16.0 9.0 - 11.0 4.9 - 5.0 9.5 1.4 2.70 27 2000 1500 10CS14816

Q-StandardQ-Standard

Ø d l Ø dk k Ø dm p Code

min - max Ø max. max. min.

mm mm mm mm mm mm mm [N] [N]

min max DIN EN ISO 16582

Niethülse Kupfer
Nietdorn Stahl verzinkt 
 Flachrundkopf 

Ø dm

p k l

Ø d Ø dk

Mehrere Größen: auf Lager.

Für weitere Informationen wenden Sie sich bitte an unser Verkaufsteam.

Kupfer/BronzeKupfer/Bronze
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