
Q-StandardQ-Standard

3.0 6.0 1.5 - 3.0 3.1 - 3.2 6.0 1.3 2.05 25 2200 1800 10XX43006

8.0 3.0 - 5.0 3.1 - 3.2 6.0 1.3 2.05 25 2200 1800 10XX43008

10.0 5.0 - 6.5 3.1 - 3.2 6.0 1.3 2.05 25 2200 1800 10XX43010

12.0 6.5 - 8.5 3.1 - 3.2 6.0 1.3 2.05 25 2200 1800 10XX43012

3.2 6.0 1.5 - 3.0 3.3 - 3.4 6.0 1.3 2.20 25 2500 1900 10XX43206

8.0 3.0 - 5.0 3.3 - 3.4 6.0 1.3 2.20 25 2500 1900 10XX43208

10.0 5.0 - 6.5 3.3 - 3.4 6.0 1.3 2.20 25 2500 1900 10XX43210

12.0 6.5 - 8.5 3.3 - 3.4 6.0 1.3 2.20 25 2500 1900 10XX43212

4.0 6.0 1.0 - 2.5 4.1 - 4.2 7.5 1.7 2.70 25 3500 2700 10XX44006

8.0 2.5 - 4.5 4.1 - 4.2 7.5 1.7 2.70 25 3500 2700 10XX44008

10.0 4.5 - 6.5 4.1 - 4.2 7.5 1.7 2.70 25 3500 2700 10XX44010

12.0 6.5 - 8.5 4.1 - 4.2 7.5 1.7 2.70 25 3500 2700 10XX44012

13.0 7.5 - 9.0 4.1 - 4.2 7.5 1.7 2.70 25 3500 2700 10XX44013

14.0 8.5 - 10.0 4.1 - 4.2 7.5 1.7 2.70 25 3500 2700 10XX44014

16.0 10.0 - 12.0 4.1 - 4.2 7.5 1.7 2.70 25 3500 2700 10XX44016

18.0 12.0 - 14.0 4.1 - 4.2 7.5 1.7 2.70 25 3500 2700 10XX44018

4.8 8.0 2.5 - 4.0 4.9 - 5.0 9.0 2.0 3.20 27 5000 4000 10XX44808

10.0 4.0 - 6.0 4.9 - 5.0 9.0 2.0 3.20 27 5000 4000 10XX44810

12.0 6.0 - 8.0 4.9 - 5.0 9.0 2.0 3.20 27 5000 4000 10XX44812

14.0 7.0 - 9.0 4.9 - 5.0 9.0 2.0 3.20 27 5000 4000 10XX44814

16.0 8.0 - 11.0 4.9 - 5.0 9.0 2.0 3.20 27 5000 4000 10XX44816

18.0 11.0 - 13.0 4.9 - 5.0 9.0 2.0 3.20 27 5000 4000 10XX44818

20.0 13.0 - 15.0 4.9 - 5.0 9.0 2.0 3.20 27 5000 4000 10XX44820

21.0 14.0 - 16.0 4.9 - 5.0 9.0 2.0 3.20 27 5000 4000 10XX44821

25.0 15.0 - 20.0 4.9 - 5.0 9.0 2.0 3.20 27 5000 4000 10XX44825
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