
3.2 6.5 9.0 1.0 - 3.0 3.3 - 3.4 6.0 1.0 2.00 27 1200 1300 70SS13206

9.0 12.0 3.0 - 5.0 3.3 - 3.4 6.0 1.0 2.00 27 1300 1700 70SS13209

11.5 15.0 5.0 - 7.0 3.3 - 3.4 6.0 1.0 2.00 27 1300 2500 70SS13211

4.0 7.5 11.0 1.0 - 3.0 4.1 - 4.2 8.0 1.4 2.60 27 2800 3500 70SS14007

9.5 14.0 3.0 - 5.0 4.1 - 4.2 8.0 1.4 2.60 27 2800 3500 70SS14009

12.5 16.0 5.0 - 7.0 4.1 - 4.2 8.0 1.5 2.60 27 2800 4100 70SS14012

4.8 9.0 13.5 1.5 - 3.5 4.9 - 5.0 9.5 1.5 3.00 27 3600 3800 70SS14809

11.5 16.0 3.5 - 6.0 4.9 - 5.0 9.5 1.5 3.00 27 3800 4200 70SS14811

14.5 19.0 6.0 - 8.5 4.9 - 5.0 9.5 1.5 3.00 27 3800 5600 70SS14814

6.4 12.5 17.0 1.5 - 4.5 6.5 - 6.8 13.0 3.0 4.20 31 6800 6200 70SS16412

16.5 19.5 5.0 - 8.5 6.5 - 6.8 13.0 3.0 4.20 31 6800 10500 70SS16416

min max

Niethülse Stahl verzinkt
Nietdorn Stahl verzinkt
 Flachrundkopf

Ø d l b Ø dk k Ø dm p Code

min - max Ø max. min.

mm mm mm mm mm mm mm mm [N] [N]

Ø dm

p k l

Ø d Ø dk

b

Q-A-PowerQ-A-Power
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